











30 . Glue leading edge doublers to WTH1.

31 . Build aileron by fitting AR1-AR3 into AB.

Do not glue yet.

32 Fit AL to AR1-AR3 and AB. Ensure all
parts are fully seated and aligned and glue

together

33 . Fit and glue AC to AB and AL. Glue AR4

in place.

AR4




34 Fit and glue the horizontal and vertical stabilizers, elevators and rudder

together.

VR1

VS2

35 . Use some balsa blocking to secure aileron
servos to aileron servo hatch SH1.

so that it is flush with the bottom of the wing surface. Cut some balsa blocking to an
appropriate size and tack glue in the corners of the wing - DO NOT glue servo

hatch i

32 . Remove aileron servo hatch and

finish gluing support
% blocking to wing.




37 Fit the vertical stabilizer to the fuselage. Ensure
that it is straight and glue in place.

38 . It is suggested that you cover all parts before progressing with final assembly.

There are two options for covering the vertical stabilizer. You can cover the fuselage
and vertical stabilizer with a single piece on each side, this mimics how many early
Golden Age era planes were covered (fig. A). The second option is to fill in between
the vertical stabilizer and fuselage with some scrap balsa and cover the fuselage and
vertical stabilizer separately (fig.B).

Fill in this area with balsa
/_and sand to shape.

<

Fig.
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39 . Use wire, carbon rod or wood dowel to join the elevator halves together. Join
elevator to horizontal stabilizer using prefered hinging method.

horizontal stabilizer

elevator

elevator joiner

40 Trim covering from slots in the fuselage sides for the horizontal stabilizer.

Slide stabilizer into slots and check fit and alignment. Mark the top and bottom of the
stabilizer where it meets the fuselage, remover stabilizer and trim away covering
from stabilizer using a sharp blade. Reinstall stabilizer, check alignment and glue in
place.

trim away covering where
stabilizer meets the
fuselage




4 1 . Bend the landing gear wire using the template at the end of the manual. Slide

the landing gear wire into the slot in F5 followed by the ply landing gear
retainer (not marked). Secure the retainer in place using two (2) small
screws in the pre-cut holes.

location for landing
gear retainer screws

42 . Slide wings into the wing mounting tubes in the fuselage. For permanent wing
installation, the wings can be glued to the fuselage.

43 _ Carve headrest from balsa or foam.
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Landing Gear Template






